Help for the Home Builder INFORMATION

Typical Electric Service Detail BULLETIN

CITY OF LONG BEACH PLANNING & BUILDING DEPARTMENT 211
333 W. OCEAN BLVD., 4TH FLOOR, LONG BEACH, CA 90802 June 2001

INFORMATION (562) 570-6651 FAX (562) 570-6753

SIZE OF GROUNDING AND BONDING WIRES
LARGEST SERVICE ENTRANCE
SERVICE SIZE | {08 DUCTOR BONDING OR GROUNDING WIRE
100 AMP #4 _or #3 #8 AWG
[ 125 AMP #2 or #1 or 1/0 #6 AWG
[ 200 AMP 2/0 #4 AWG
APPROVED WEATHERPROOF PROWVIDE MINIMURM 18 INCHES OF

SERWVICE HEAD FREE CONDUCTOR FROM SERVICE

HEAD FOR ATTACHMENT TO
SERVICE DROP
=
=

PROVIDE MINlMUM CLEARANCE
QOF10 FEET FR AL GRADE TO
DRIP LODF’ OR AT SERVICE
ENTRANCE TC BUILDING

SERVICE ENTRANCE CONDUCTOR

ALL BE MINIMUM 1-1/4"

el AND ‘EHJ\\LL EIE SECURED WITHIN 36
INCHES OF SERVICE BOX
PANELS INSTALLED OUTDOORS
SHALL BE OF A TYPE APPROVED

FOR OUTDOOR INSTALLATIDN\

-} METER SOCKET

=t BOND NEUTRAL SERVICE
-1 ENTRANCE CONDUCTOR
-1 TO ENCLOSURE

MNOTE: Contact Southern California TU'

Edison Long Beach District Planning
Department for meter and panel loca SERVICE

METER HEIGHT
B - 3" MAX,
4'- 0" MIN.

MAIN BREAKE

NEUTRAL BUS BAR

BoAE
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BOND BUSHING ESNCLOSURE

g1
[ CL "4.
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CONDUIT AND GROUNDING WIRE
OR APPEOVED ARMORED CABLE
AND GROUNDING WIRE

.@m

APPROVED ACCESSIBLE
“‘——", GROUNDING CLAMPS

kit 5EII: COLD WATER PIPE
FZIETETTIEY .
COLD WATER BOND

COPPER WELD GROUND ROD 58" X 10' LONG : : :
BRIVEN & MINMOM INTO DNDISTURBED SOIL Bonding and Grounding Clamp Detail

This information is available in an alternative format by request to the Development Services Center
at (562) 570-6651 or (562) 570-6793 TDD - Visit our website at www.ci.long-beach.ca.us/plan
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